M2aero

MATERIAL SAFETY DATA SHEET
Radiator Specialty Company

1900 WILKINSON BLVD. CHARLOTTE, NC 28208 (704) 377-6555
POISON INFORMATION & EMERGENCY: 303-623-5716

MATERIAL SAFETY DATA SHEET US DEPARTMENT OF LABOR

May be used to comply with OSHA's Hazard Occupational Safety and Health Administration.
Communication Standard 29 CFR 1910.1200. (Non-Mandatory Form) Form Approved OMB No.
Standard must be consulted for specific require- 1218-0072

ments.

SECTION | GENERAL INFORMATION

PRODUCT NAME BELT DRESSING (Non chlorinated)

PART NUMBER M2 all sizes

NOTE: Blank spaces are not permitted. If any item is not applicable or no information is available, the space must
be marked to indicate that.

SECTION Il HAZARDOUS INGREDIENTS/IDENTITY INFORMATION

COMPONENT WT% C.A.S. NO. TLV (ACGIH—X-0SHA-)X—)
Aliphatic petroleum

distillate 80-85 8052-41-3 . 100 ppm 100 ppm
Carbon dioxide 1-3 124-38-9 5000 ppm (air)
Comments:

Components not identified are non-hazardous according to 29 CFR 1910.1200

SECTION Hll PHYSICAL/CHEMICAL CHARACTERISTICS

Specific Gravity (H;0=1) .807 pH Does not apply

Solubility in Water Insoluble Solubility in Solvent Hydrocarbons
Flash Point (Method) - F° 105 (TCC) % Volatiles By Wt. 68

Melting Point - F° Does not apply Boiling Point - F° 315

Vapor Pressure (mmHg) 2.0 Vapor Density (Air=1) 4.9
Evaporation Rate (Butyl Acetate=1) .12

Appearance and Odor Clear dark yellow with mild solvent odor.

SECTION IV FIRE AND EXPLOSION HAZARD DATA

EXTINGUISHING MEDIA:
Water Fog Foam XX Co, XX Dry Chemical XX

SPECIAL FIRE FIGHTING PROCEDURES. Wear self-contained, positive pressure breathing apparatus and
protective clothes. Water spray cartons to prevent fire from bursting aerosol cans.

UNUSUAL FIRE AND EXPLOSION HAZARDS Vapors may travel and be ignited at a
distance. Aerosol cans may burst violently in a fire.







